
The Noyes C860 QUAD Certification and OTDR Test Kit from Fuji-
kura Europe Ltd includes one handheld C840 QUAD OLTS Tester 
and one C850 QUAD OTDR/OLTS with built-in auto test function-
ality. With this kit, technicians can troubleshoot and perform 
both Tier 1 and Tier 2 certification tests of MM and SM fiber net-

works, store results and create professional test reports. 

The C850 is both a QUAD Certification Tester and full-featured 
QUAD OTDR in a compact case with a large transflective touch 
screen display suitable for both indoor and outdoor operation. 
The C850 features MM and SM OTDR capabilities, both single-
mode and multimode Optical Light Sources (OLS), Visual Fault 
Locator (VFL, 650 nm), and an Optical Power Meter (OPM). As an 
OTDR, the C850 supports Full Auto, Expert (manual) and Real-
Time test modes, simultaneous dual and single wavelength test-
ing, and Event and Pass/Fail analysis based on default or user 

defined thresholds. 

The Noyes C840 QUAD Certification Tester includes VFL, OPM, 
and both single-mode (Laser 1310/1550 nm) and multimode (LED 
850/1300 nm) OLS. The C840 may be used alone as a traditional 
power meter and light source to measure fiber loss or as  visual 

fault locator to find fiber breaks. 

The C840 and C850 can be used together to perform Tier 1 dual 
wavelength MM (850/1300 nm) and SM (1310/1550 nm) auto loss 
tests of one or two fibers in one or both directions; and measure 
both loss and length of the fibers and compare to industry stan-
dards (TIA/ISO/EN), applications and user-defined thresholds 
values to certify the fibers. Either unit can be identified as the 
Main or Remote. The user may test two fibers at two wave-
lengths bi-directionally and store the results into the main unit. 
Featuring rich file naming, the Job setup wizard allows the user 
to define both the cable and fiber end locations, creating easily 
identifiable trace files, which are managed into Job and Cable 

folders. 

Features 

 22 dB (MM), 26 dB (SM) dynamic range (OTDR) 

 LED 850/1300 nm and Laser 1310/1550 nm sources (OLS) 

 Integrated OPM and VFL (650 nm) 

 Transflective (indoor/outdoor) touch screen display 

 Tool-free, switchable adapters 

 Rechargeable Li-Ion battery (> 8 hours) or AC power 

 USB host and function ports 

 Bellcore (GR-196) .SOR file format 

 Internal (1000s test results) and USB storage 

 Wave ID detect if used with Noyes Wave ID series light sources 

 Windows® compatible software 

 

Applications 

 Tier 1 and Tier 2 testing of premise networks 

 Fast fault location 

 Splice verification 

 Network documentation 

 Measure loss and length of fiber links 

 Certify fibers using Pass/Fail criteria of industry standards, 
      applications and user-defined limits 
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C860—100—LP1—H2 (or H5) Kit Contents 

ITEM DESCRIPTION 

C850  QUAD OTDR/Auto Test Certification Tester 

C840  QUAD Auto Test Certification Tester 

Adapters OLS Ports — SC, ST, LC 
OPM port — SC, 1.25 and 2.5mm Universal 
VFI port — 1.25 and 2.5mm Universal 

Fiber Rings (6)  150 m (62.5μm, 50μm, SM) 

Jumpers (12)  2 m (62.5μm, 50 μm, SM) 

Mandrels (2) — 62.5μm, 3mm jacket Miscellaneous 
Accessories  

Mandrels (2) — 50μm, 3mm jacket 

Stylus pens for touch screen 

USB thumb drive, 1G 

USB to mini-USB cable 

Small plastic parts box (2) to store adapter caps and mandrels 

AC adapters (2), specify country of use 

Cleaning Accessories (2) One-Click Cleaner SC/ST/FC, 2.5mm 

 One-Click Cleaner LC/MU, 1.25mm (S1 kit only) 

 Cletop SB white tape 

Cases  Hard transit case — holds C850, C840, and above accessories 

 Soft case for C850 

Documentation User guides and quick reference guides 

Report Software PC software and user guide 
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